














TS max to TL (Ramp-up Rate) 3°C/second max.

Preheat
Temperature Min. (TS Min.)
Temperature Typical (TS Typ.)
Temperature Max. (TS Max.)
Time (tS)

150°C
175°C
200°C
60 ~ 180 seconds

Ramp-up rate (TL to Tp ) 3°C/second max.
Time Maintained Above:
--Temperature (TL)/Time (TL) 217°C/60 ~ 150 seconds
Peak Temperature (Tp) 250°C max. for 10 seconds
Target Peak Temperature (Tp Target) 250°C +0/-5°C
Time within 5°C of actual peak (tp) 20 ~ 40 seconds
Ramp-down Rate 6°C/second max.
Tune 25°C to Peak Temperature (t) 8 minutes max.

REFLOW PROFILE 

23.3 x 11.93 x 2.0 mm SMT Bluetooth Module
Pb RoHS 

Compliant 

ABRACON IS 
ISO 9001 / QS 9000 

CERTIFIED 

ABRACON IS 
ISO 9001:2008
CERTIFIED 
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PACKAGING:

500pcs/reel

 ATTENTION: Abracon Corporation’s products are COTS – Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and, where designated, Automotive Applications.  
Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependant Medical applications or any application requiring high reliability where component 
failure could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme operating environment, written consent and authorization from 
Abracon Corporation is required. Please contact Abracon Corporation for more information.

Packaging:

ABBTM-2.4GHz-52-T devices will be packaged per MSL level-3 requirements; Labeled as MSL 3, Tape- Packed + Vacuum-Packed 
with Antistatic bag, Desiccant, Humidity Indicator Card (HIC). Ref: IPC/JEDEC J-STD-033B.1

ABBTM-2.4GHz-52-T

a) Unless otherwise specified, the tolerance is ±0.1mm
b) The carrier tape material thickness is 0.4mm
c) Unless otherwise specified, the round corner is R0.3; the peeling 
angle is no greater than 5°
d) The finished products has no rough edges and no damage; cover 
tape should is sealed
e) Material is ROHS compliant

Section B-B 

Section A-A 

23.3 x 11.93 x 2.0 mm SMT


