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RoHS/RoHS II compliant

Lead in copper alloy exemption (6¢); and Lead in glass exemption (7c-I) 44.0 x 9.6 mm
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SMA male

RF Connector SMA-J3

Weight 6g

Enclosures Plastic

Color Black

g PACKAGING:

Package Type Quantity \ Dimensions Weight

Plastic bag 1 pcs/ Plastic bag 100 x 150 mm 6g

Outer Box 1000 pcs/box 470 x 310 x 210 mm 7 kg
CAUTION:

(1) Do not apply excess mechanical stress to the component body or terminations.
Do not attempt to re-form or bend the components as this will cause damage to them.

(2) Do not expose the component to open flame.

(3) This specification applies to the functionality of the component as a single unit.
Please evaluate your specifications before mounting this product.

ATTENTION: Abracon Corporation’s products are COTS — Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and, where designated, Automotive Applica-
tions. Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependant Medical applications or any application requiring high reliability where
component failure could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme operating environment, written consent and
authorization from Abracon Corporation is required. Please contact Abracon Corporation for more information.
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