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Applica tions  
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Pin Assignment  

 
 

 

Description  

 

Functional Block Diagram   

Notes:        
1. No purposely added lead. Fully EU Directive 2002/95/EC (RoHS), 2011/65/EU (RoHS 2) & 2015/863/EU (RoHS 3) compliant.  
2. See https://www.diodes.com/quality/lead-free/ �I�R�U���P�R�U�H���L�Q�I�R�U�P�D�W�L�R�Q���D�E�R�X�W���'�L�R�G�H�V���,�Q�F�R�U�S�R�U�D�W�H�G�¶�V���G�H�I�L�Q�L�W�L�R�Q�V���R�I���+�D�O�R�J�H�Q- and Antimony-free, "Green" and Lead-free.  
3. Halogen- and Antimony-�I�U�H�H�����*�U�H�H�Q�´���S�U�R�G�X�F�W�V���D�U�H���G�H�I�L�Q�H�G���D�V���W�K�R�V�H���Z�K�L�F�K���F�R�Q�W�D�L�Q�����������S�S�P���E�U�R�P�L�Q�H�������������S�S�P���F�K�O�R�U�L�Q�H���������������S�S�P���W�R�W�D�O���%�U�������&�O�����D�Q�G������������ppm 
antimony compounds. 


