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Features  
�x�� Supports up to 20 W Power  
�x�� Low Insertion Loss 0.5 dB @ 10 GHz 
�x�� High Isolation 40 dB @ 3 GHz 
�x�� RoHS* Compliant 
 

Description  
The MSWSS-040-30 is a surface mount medium 
power series shunt switch. The shunt device has 
broad band high isolation. This device can be 
surface mounted onto a PC board to give a low 
insertion loss and high Isolation switch. The device 
can handle up to 20 watts of power. Hot switching 
will depend on the speed of switch driver.  

Electrical Specifications:  T A � ���������ƒ�& 

Parameter  Test Conditions  Units  Min.  Typ.  Max. 

Breakdown Voltage IR  = 10 mA V 500 �²  �²  

Reverse Current VB = 80 V nA �²  �²  100 

Forward Voltage IF = 100 mA V �²  900 �²  

Junction Capacitance 
VR = 10 V, 1 MHz 

Shunt 
Series 

pF �²  
 

0.15 
0.15 

�²  

Series Resistance 
IF = 100 mA, 100 MHz 

Shunt 
Series 

 
�
  �²  

 
0.8 
0.8 

 
1.0 
1.0 

Lifetime 
IF = 10 mA, IR = 6 mA , 50% 

Shunt 
Series 

ns  
�²  

 
2200 
1500 

 
�²  

I-Region Shunt 
Series �—�P �²  80 

80 �²  

Insertion Loss 
I = -50 mA 
F = <8 GHz 
F = <3 GHz 

dB  
�²  

 
0.15 
0.3 

 
0.3 
0.5 

Isolation 
I = -50 mA 
F = <8 GHz 
F = <3 GHz 

dB 
 

35 
25 

 
45 
30 

 
�²  

Return Loss I = -50 mA 
F = <8 GHz dB 23 28 �²  

* Restrictions on Hazardous Substances, European Union Directive 2011/65/EU. 
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