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FEATURES THIS APPLICATOR IS FOR AUTOMATIC WIRE PROCESSOR USE ONLY. 
�ƒ Quick punch removal with the push of a button for fast and easy tooling change 
�ƒ Applicator designed to industry standard mounting and shut height 135.80mm (5.346") 
�ƒ Quick set-up time; plus the crimp height, track and feed adjustments can be set without removing the applicator 

from the press 
�ƒ Fine adjustment allows users to achieve target with little effort by adjusting in increments of .015mm (.0006") for 

conductor crimp height and .063mm (.0025") for insulation height 
�ƒ Independent adjustment rings allow users to quickly adjust the conductor or insulation crimp height without 

affecting each other  
�ƒ Directly adapts to most automatic wire processing machines 
 

SCOPE 
Products:  SRC Connector using MX150 (M3) Blade Terminals, 0.50mm2 wires. 

Terminal 
Series No. 

Terminal Order No. 
Wire Size  Insulation Diameter Strip Length 

Wire Type  mm² mm In. mm In. 

33000 33000-1004  
FLRY-B 0.50 1.40-1.60 .055-.063 4.70-5.60 .185-.220 

Leoni Adascar 0.50 1.60-1.70 .063-.067 4.70-5.60 .185-.220 

33011 33011-0008 33011-3004 
FLRY-B 0.50 1.40-1.60 .055-.063 4.70-5.60 .185-.220 

Leoni Adascar 0.50 1.60-1.70 .063-.067 4.70-5.60 .185-.220 

Terminals were validated using the following wire specifications: ISO 6722-1, Class B, and Leoni Adascar. 

 

DEFINITION OF TERMS  
 
 
 
 
 
 
 
 
 
 
 
 
 
 


