Remote Controls

200 Series

215 Relay Output 216 Relay Output 230 Relay Output

Features

1 Simple to Use Remote Control 1 Range:

1 8 Channels per Transmitter Upto 200 metres at 433MHz

1 16 Channels per Receiver Upto 1,000 metres at 433MHz Narrow Band
1 Upto 48 Transmitters per system Upto 6,000 metres at 458MHz

1 Auto Transmit Mode 1 Requires no radio license

1 Secure RF Protocol 1 Relay Outputs upto 30A @ 230Vac

1 Automatic ‘Watchdog' Transmission 1 All Modules supplied with Antenna
Description

Remote Telemetry Systems are well suited to industrial switching applications where
telemetry signals need to be sent remotely from one location to another.

This system allows multiple transmitters to a single receiver or a single transmitter to multiple
receivers.
Each Transmitter module accepts up to 8 pairs of ‘Volt Free’ contacts as inputs via screw

terminals. Each Receiver has 16 outputs arranged as 4 x 4 easy plug in connectors to interface
to any combination of output modules.

Any of the output modules connect directly to the receiver (cable supplied) to provide
transistor switching or relay outputs.
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200 Series 'Yﬂ

Transmitters

8 Input Channels

Volt Free contact Inputs via Screw Terminals
12 / 24Vdc Supply

Low Power Battery Version
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Ordering Information

L. Range™ Freq Compatible
Part Number Description Decoders
200-433FR FM Transmitter 200 433.92 210-433F
200-525NR FM Narrow Band Transmitter 1,000 434.525 210-525N
200-458FR FM High Power Transmitter 6,000 458.850 210-458F
Receivers
1 16 Output Channels ¥
1 Volt Free contact Inputs via Screw Terminals 7
1 12/ 24Vdc Supply
1 Low Power Battery Version
Ordering Information
Part Numb Descrioti Range™ Freq Compatible
art Number escription i
P (Metres) (MH2) Transmitter
210-433FR FM Receiver 200 433.92 200-433F
210-525NR FM Narrow Band Receiver 1,000 434.525 200-525N
210-458FR FM High Power Receiver 6,000 458.850 200-458F

Output Modules

1 Connect Directly to 210 Rx
(Cable Supplied)
1 No power connections required

Ordering Information

No of Outputs Max Switching
Part Number Description
(per output)
215 Relay Module S5A @230Vac
216 Relay Module S5A @230Vac
230 Relays Module 30A @230Vac
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200 Series

Enclosure / Power Supply

T IPS6 Insulation Class 2
9  DIN Rails mounted on Steel Plate

1 12Vdc 1A PSU incorporated accepts
110-240Vac (5A Fused)

Dimensions
External 315 x 235 x 130mm
Internal 300 x 220 x 120mm

DIN Rail length1  285mm
DIN Rail length 2 180mm

Ordering Information

Part No Description
ENC-DA3 DIN Rail Enclosure Assembly, Two Mounting Rails, 12Vdc PSU Fitted
PSU12V1AIN-IP Power Supply 110-240Vac input, 12Vdc 1A Output

Custom systems

We regularly supply pre-wired / bespoke systems, please contact our sales department

For further assistance.

= O

www.rfsolutions.co.uk




200 Series Qﬂ

1. Configuring a Remote Telemetry System
(200Tx -> 210RXx)

There are three Steps:

1. Pre-Configure the 200 series transmitter

2. Pre- Configure the 210Rx to operate with a 200 series transmitter
3. Marry a 200Tx to a 210Rx

1.1 Pre-Configure a 200 Transmitter Encoder

201 Tx

Auto Tx 8/15 Enable 1-8
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