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Overview
Adds capabilities such as quad core CPU, 2GByte DRAM, and GigaBit Ethernet.

The MicroSoM i4Pro Highlighted Features:
« Based o - tiND& Quad CorSo(
« 2GBDDR3
« Small size 47mmx30mm

w Varietyof temperaturegrades:
- Commerciad°C...60°C
- Extended20°C...70°C
- Industrial-40°C...85°C
- Automotive-40°C...105°

« Long longevity of 1@ears

« Low powerconsumption
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System Specifications

MicroSoM i4Pro Datshee

i.MX6 Quad

Processor core Quad core ARM9
Processor speed 1GHz (up td.2GHz)
Floating Point VFPv3

SIMD NEON

Graphics Processing Unit VivanteGC2000

3D GPU Support OpenGL EB1/2.0
OpenCLl.1E

HW Video Dec/Enc Multi Format

Memory 64 bit, 2GB DDR3 @66Mbps

Wired Network 10/100/1000Mbps*

Wireless Network Optional

Bluetooth Optional

Display Maxresolution

HDMI: 1080p, LCD: WUX(@820x1200)

Display Interfaces

LVDSHDMI 1.4, DSParallel

Dual display support

\Y,

Supported External Storage

NORFlash, eMMC, SD/microSD, FIS3B

SD/MMC 3

USB 2.0 host 1

USB OTG 1

Serial ports 3

Digital audio serial interface 1

Camera interface port 4 LaneCSI
CAN bus \/

S-ATA Gen 113Gbps
PCI-Express 2.0 x1

Second Ethernet

Via PCle or U$BC

12¢ 3
SPI 3
PWM 4
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i.MX6 Quad

GPIO 75

JTAG TestPointHeader

S/PDIF Input V

S/PDIF Output V

1-Wire 1-WireTransceiveon carrierboard

Main Voltage 5V

10 Voltage 3.3V

SoM interface HiroseDF40connectorsl.5mmup to 4.0mmmatingheight
Dimensions (WxL) 47mmx30mm

(*) Notethat dueto internali.MX6buseshe 1000Mbpsnterfacespeedislimited to 470Mbps.
(**) Will be supported on MicroSoiL.4.
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Block Diagram

i.MX6 MicroSOM
(SR-uSOM-MX6)

Up to 2GByte

DDR3 x32 or x64
DDR3 Devices

Power Management

80 pin
Board to Board Header
(Hirose DF40)

Scalable
IPs

32/64 bit

2D and 3D GPU
OpenGL ES2.0
OpenCL 1.0e

Freescale iMX6

1,2o0r4
ARM Cortex-A9
With Neon

DDR3

32KBI 32KBD
Cache Cache

Multi Format 512 /1MB

Video Unified
Decode / Encode L2 Cache
. Low Speed 10
High Speed 10 z
PHY and SERDES [RESEAEAT]

PLLs, etc...

Other Periphearls

80 pin
Board to Board Header
(Hirose DF40)

BCM4330
802.11b/g/n
BlueTooth 4.0

UFL
Conn.

AR8030 / AR8035
Ethernet PHY

Optional 70 pin
Board to Board Header
(Hirose DF40)
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Ordering Information

SKU Format

‘ usomxxyz-3c ‘

Legend
Meaning Options Description
usom ProductFamily none Fixed parametefMicroSoMFamily
XX MicroSoMType 01 MicroSoMil
02 MicroSoMi2
03 MicroSoMi2eX
04 MicroSoMi4P
05 MicroSoMi4dx4
y TemperatureRange none CommercialemperaturdRange
e ExtendedlemperatureRange
i IndustrialTemperaturdRange
a AutomotiveTemperaturdRange
z WIFi/BT none NoWiIFi/BT
w IncludeWiFi/BT
3c 3 Board to Boar@onnectors None Fixedparameter

Available SKUs for MicroSoM i4Pro

SKU Description

usom04-3c MicroSoMi4Pro

usomO04w-3c MicroSoM i4Pro WiFi/BT

usomO4e-3c MicroSom i4PreExtendedlemperature

usom04ew-3c

MicroSom i4ProExtendedlemperaturer WiFi/BT

usomO04i-3c MicroSom i4ProlndustrialTemperature
usomO04iw-3c MicroSom i4ProlndustrialTemperature+ WiFi/BT
usom04a-3c MicroSom i4PreAutomotiveTemperature

usomO4aw-3c

MicroSom i4ProAutomotiveTemperaturerWiFi/BT
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Safety notice

a. This device is to be used with Certifiamveradaptor with outputated5VDC, 3APower
adaptermustmeetLimitedpowersource(LPS)equirements.

b. Poweradaptermustmeetlocalsafetystandardsandrequirementsasedon productintended
use.

c. PoweradaptermustmeetOperatingenvironmentconditionsasspecifiedabove.

Disposal

Followlocalregulationgegardingdisposabf the product. Disposef your productin accordancavith
local regulations. In some areas, the disposal of these items in household or business trash r
prohibited.

Helpusprotectthe environment recycle!

IMPORTANT NOTICE — Please Read Carefully

No warranty of accuracy is given concerning the custef the information contained in this
document.Tothe extent permitted by law no liability (including liability to any person by reason
negligencevill be acceptedoy SolidRuritd. Orits employeedor anydirector indirectlossor damage
caused by omissions from or inaccuracies irddgsment.

SolidRun Itd. Reserves the right to change details in this publication without notice
Productandcompanynameshereinmaybe the trademarksof their respectiveowners.

Informationin thisdocumentsupersedeandreplacesnformationpreviouslysuppliedin anyprior
versions of thidocument.

Support
Fortechnicalsupport please visit:
Our Wiki¢ http://wiki.solid-run.com/

Our Forums http://forum.solid-run.com/

For direct support please contact us@atpport@solietun.com

© 2016 SolidRung All rightsreserved
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