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MK26 Series
Reed Sensors

U Features: Standard Screw Fastening Reed Sensor with Cable Termination, For High Voltage Switches
U Applications: Position and Limit Switch, Hydraulic Actuator Position Indication & Others
U Markets: Appliance, Industrial, Security & Others
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Housing and Cabl8pecifications MK26Reed Sensor
HousingMaterial PBT GlagsibreReinforced

CaseColor Black

SealingCompound Polyurethan

CableTyp FlatCable / Round Cable

Cable Material PVC

CrossSection(mm?) 2x0.25/3x0,14

EnvironmentalData Unit

Sho_ck Resistan_ce (max.) 50 g

1/2 sine wave duration 11ms

Vibration Resistance (max.) 20 g

Operating Temperature 20 to 80 °C

Cable not moved - -
Sa%?er,:(t,i\,Z%Temperature 0510 80 o Handling& Assembly Instructions
Storage Temperature -20to 80 °C Max torque of screw is 0,5Nm

Cable bendingadius is diameter x 15

Glossary Contact Form Min. bending distance to housing is 5mm

NO = Normally Open Contacts
SPST = Single Pole Sifdieow
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Form B NC = Normally CloséZbntacts : g
SPSFE Single Pole Singidrow
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FormA Drag mark out of the mounting area forbidden

Decrease switching distance by mounting on iron
Do not use magnetically inductive screws
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Series resistor recommended for > 5m cable length
Changeover

Form € SPDT = Single Pole Doublgow

Life Test Data
*Load increase reduces litxpectancyf Reed Switches

Glossary Magnetic Sensitivity
Sensitivity B C D E F G
ATRange | 10-15 | 1520 | 20-25 | 2530 | 3035 | 3540 toud

REACH RoHS
COMPLIANT COMPLIANT Life time
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