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AMPMODU* Mass Terminated (MT) Interconnection Syste m

1. SCOPE
1.1. Content

This specification covers the performance, tests and quality requirements for
the shielding accessories used with AMPMODU* Mass Terminated (MT)
Interconnection System. These accessories consist of add-on metal shells and
ferrules for both bulkhead and printed wiring board application. - -

1.2. Qualification

When testc are performed on the subject product line, the procedures specified
in AMP 109 series specifications shall be used. All inspections shall be
performed using the applicable inspection plan and product drawing.

2. APPLICABLE DOCUMENTS

The following documents form a part of this specification to the extent specified
herein. In the event of conflict between the requirements of this specification
and the product drawing, the product drawing shall take precedence. In the
event of conflict between the requirements of this specification and the
referenced documents, this specification shall take precedence.

2.1. AMP Specifications

a. 108-25015: Connector, AMPMODU Mass Terminated, Standard Pressure
B, 109-1: General Requirements for Test Specifications
C. 109 Series: Test Specifications as indicated in Figure 1.

(Comply with MIL-STD-202, MIL-STD 1344 and

EIA RS-364) :

2.2, Federal Specifications

A. "QQ-B-613: Brass, Leaded and Non-Leaded

B. QQ-B-750: Phosphor Bronze )

C. QD-C-576: Copper Flat Products with Slit, Slit and Edge-Rolled,
Sheared, Sawed or Machined Edges
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3. REQUIREMENTS

3.1. Design and Construction

Shielding accessories

3.2. Materials

Al Shield shells:

B. Ferrule:
3.3. Ratings

A. Current:

shall be of the design,
dimensions specified on the applicable product drawing.

Copper alloy
Copper

3 amperes maximum
B. Operating Temperature:

-65° to 105°C

3.4. Performance and Test Description

construction and physical

Shielding accessories shall be designed to meet the electrical, mechanical and
environmental performance requirements specified in Figure 1.

3.5. Test Requirements and Procedures Summary

Test Description

Requirement

Procedure

Examination of Product

Meets requirements of
product drawing.

Visual, dimensional
and functional per
applicable inspection
plan.

ELECTRICAL
Dielectric Withstanding Test Voltage  Altitude Test between shielding
Voltage D.C. Feet hardware and current
750 Sea Level carrying contacts of
300 50,000 mated connector
275 70,000 assemblies; AMP Spec
No breakdown or 109-29-1,
flashover.

Shielding Effectiveness

Right angle connectors,
25 dB minimum between
30 M Hz - 300 M Hz;
bulkhead connectors,
30 4B minimum between
30 M Hz - 1000 M Hz.

Measure shielding
effectiveness of double
ended single braid
cable; AMP Spec 109-90.

Figure 1 (cont)
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