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SELECTION GUIDE

Wire range: 0.13 - 10.0 mm
Applicable for 90% of standard terminals

Available in Atlantic (w/male adapter) and Pacific (w/ female
adapter) style formats to handle multiple press styles

Designed to handle the smallest terminals
Robust crimp height adjustment ring
Optimized crimper and anvil geometry

Flexibility

Value

Pneumatic Power

Wire range: 0.13 - 10.0 mm
Compact air feed design for easier fit into most bench presses
Applicable for 90% of standard terminals

Available in Atlantic (w/male adapter) and Pacific (w/ female
adapter) style formats to handle multiple press styles

Designed to handle the smallest terminals
Robust crimp height adjustment ring
Optimized crimper and anvil geometry

Cycle Counts

Safety

Intuitive adjustments on the airfeed

Wire range: 25.0 Wire range: 0.5 25 mm2
50.0 mm2

Fine adjustment

Wire range: > 10.0
25.0 mm2

Can ton presses

that accept traditional

applicators

Robust casting frames

Fine adjustment
Press stroke: 40.0 mm
Shut height: 135.78 mm

Side feed splice terminals
up to 45.0 mm

Press stroke: 40.0 mm
Shut height: 135.78 mm

Ideal instrument

to assure correct
positioning of all

TE applicators
Compatible with TE &
commercially available
crimping presses,
using quick changes
style applicators

Provides compatibility veri cation ™ & Designed to protect
between terminals and tooling \ 1 applicators from

Scans and looks up applicator unwanted mption and
and terminal information damage during transport

Enables you to record cycles Available in three colors

on the applicator spare parts tohelp di erentiate
between active and

inactive applicators

Scan this QR code to download
from the APP store
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OCEAN 2.0 Applicator Facts and Features

Robust ne adjust wire crimp height with range
of 1.5 mm in increments of 0.0l mm

Black nitriding for
corrosion resistance,
strength and durability

Precision machined strip
guide customized for
each terminal
application

Spring loaded terminal
drag designed for easy
loading/unloading

Spare Tooling: Chrome plating, specialized materials,
precision tolerances, and mirrored surface nishes
yield up to a 30 % customer reported increase in
toolj i

Chrome plated ram for improved
lubricity, corrosion resistance,
and wear

Large insulation crimp height
adjustment range

State-of-the-art crimper manufac-
turing for even tighter tolerances

Adjustable strip guide for precise
placement
Crimp Features

bell-mouth

cut-o

bend up / down

DID YOU KNOW...

Most lead makers are only producing leads
60 % of the time

Applicators are a decisive criterion for machine
e ciency

Terminal feeding issues are the most common
adjustment

OCEAN applicators provide
60 % improved ram/housing alignment
50 % faster set-up and adjustment times
30 % customer reported tooling life increase

Easy, predictable and precise adjustments
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