
12100 SW Tualatin Rd., Tualatin, OR 97062  |  (503) 747-2261  |  info@versalogic.com | VersaLogic.com

Copyright © 2018 VersaLogic Corporation. All rights reserved.
05/08/19

C  O  R  P  O  R  A  T  I  O  N

Ordering Information

Model CPU Model Cores Nominal CPU Speed Memory

Mini PCIe 
Socket and 
SATA Port mSATA Socket

Operating 
Temperature MRAM eMMC Cooling

VL-EPC-2700-EDK-02A i.MX6 Quad Quad 800 MHz 2 GB - Yes -40° to +85°C – – Heat Sink
VL-EPC-2700-EDK-02B i.MX6 Quad Quad 800 MHz 2 GB Yes - -40° to +85°C – – Heat Sink
VL-EPC-2700-EDK-EVAL i.MX6 Quad Quad 800 MHz 2 GB Yes - -40° to +85°C 128 KB 8 GB Heat Sink

Other configurations are possible. Please contact VersaLogic Sales at (503) 747-2261 to discuss requirements.

Android Evaluation Kit
Part Number Tetra (included) Display (included) OS (included) Power Supply (included)
VL-EVK-ARM-AND1 VL-EPC-2700-EDK-EVAL 7” HDMI LCD 1024 x 600 Touch-screen Android 8.0 12V Power Supply (90-260VAC input)

Includes a Tetra SBC, touch-screen, cables, and software to demonstrate Tetra running the Android OS.

Tetra

Mini PCIe Modules

Expansion Modules
Part Number Description Expansion Interface
Network
VL-MPEe-E3E Gigabit Ethernet adapter Mini PCIe
VL-MPEe-E4E Gigabit Ethernet over Fiber adapter Mini PCIe
VL-MPEe-E5E Two Channel Ethernet  adapter Mini PCIe
VL-MPEe-FW1E1394 FireWire Module Mini PCIe
Analog & Digital I/O
VL-MPEe-A1E Analog input (12-bit resolution) Mini PCIe
VL-MPEe-A2E Analog input (16-bit resolution) Mini PCIe
GPS
VL-MPEu-G2E GPS receiver Mini PCIe or mSATA
VL-MPEu-G3E Advanced GPS receiver Mini PCIe or mSATA
Solid-State Storage (flash memory)
VL-MPEs-F1ExxmSATA module  (4/16/32 GB) (SATA) mSATA
Adapters
VL-MPEs-S3E SATA adapter mSATA

Accessories
Part Number Description
Cable Kit
VL-CKR-TETRA Development Cable Kit for Tetra. Includes: VL-F41-8SBN-LINUX1, 

CBR-0504, 2603, 3407, PS-WALL12-24, HDW-108.
VL-F41-8SBN-LINUX1Linux Operating System, 8 GB microSD card with bootable Linux, 

standard temperature
VL-CBR-0504 UART Cable, 2mm 5-pin to DB-9M, 0.3m
VL-CBR-2603 Serial I/O (I2C, UART, SPI). 26-pin 2 mm IDC to Ribbon Cable, 

0.5m
VL-CBR-3407 Debug port cable (RS-232), 34-pin 2 mm IDC to Ribbon Cable, 0.5m
VL-PS-WALL12-24 Power Adapter, 90 ~ 264 VAC to 12VDC @ 2A, 2.1 mm ID Plug, 

International plug kit
VL-HDW-108 Mini PCIe/mSATA hold down screws, M2.5 x 6 mm Metric Nylon 

Screw kit (10ea) RoHS
Cables
VL-CBR-0404 LED Back Light cable, 3-pin Pico-Clasp / 4-pin IDE Power to 6-pin 

12V, 500mm
VL-CBR-0405 CAN bus cable, 2mm 4-pin to 2mm 4-pin MicroClasp, 1m
VL-CBR-0406 CAN bus cable, 2mm 4-pin MicroClasp to DB9 connector, 0.5m
VL-CBR-2014 LVDS to VGA adapter
VL-CBR-2015 LVDS cable, 24-bit 20-pin 1 mm Hirose to 1 mm Hirose, 20”
VL-CBR-2016 LVDS cable, 18-bit 20-pin 1 mm Hirose to 1.25 mm JAE, 20”
VL-CBR-2017 LVDS cable, 24-bit 20-pin 1 mm Hirose to 1.25 mm Hirose, 20”
Solid-State Storage (flash memory)
VL-F41-xxxx microSD card (SDIO), SLC, industrial temperature
Hardware
VL-HDW-111 Half- to Full-Size Mini PCIe Adapter Kit. Metal adapter and screws (2)

Product Data Sheet	 Arm-based Single Board Computer

Call VersaLogic Sales at (503) 747-2261 for more information!

Take the Risk out of Embedded  
Computing
Whether it’s selecting the optimum solution for your application, 
lending expertise during development, or on-time delivery of defect-
free products, VersaLogic is here to make sure your project goes 
smoothly from initial concept through the extended life of your program. 
Contact VersaLogic today to learn more.
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