XKB Connecitity Npp—
Specifications:
FiAE
Voltage rating:250V AC/DC
WUEHE: 250V AC/DC
Current rating:1A AC/DC

B AiE H: 1A AC/DC
A Withstanding voltage:500V AC/minute
1.27[0.050] it 5z Bk : 500V AC/ 4
3.70[0.146] Temperature range:-40 ‘C-+105C
g = BEJEJEHE: -40C-+105C
é @ m =] @ = B B B -] B BB E B § Insulation resistance:=1000MQ
5 B B = L 5] Y% HifE: 21000MQ
- ] f — © Contact resistance:=20mQ
Bl fH: <20mQ
X1270W V -2xXX A -6T V01
& 1.Series No
350[0.138] 2.Category:W-WAFER
—— , 2:35[0.093] 3.Welding Board Angle:V-Stright Angle 180°
4. Row No-Pin No:2xXX-2x05P~2x30P
= 5.A:No gap
S, 6.Material:6T:Nylon-6T UL94V-0
g 2.10{0.083] 7.Plating Category: VO1-All Gold Flash
© o]
XKB Connecitity
NUMBER OF DIMENSION
POSITIONS 'y B C
10 5.08 11.25 12.65
14 7.62 13.79 15.19
16 8.89 15.06 16.46
20 11.43 17.60 19.00
1.27[0.050] 2070(2002¢) 26 15.24 2141 22.81
1.27[0.050] 30 17.78 23.95 2535
0000000 e@@@eeeeeeeee@e@eeegﬁ 34 03 | 2 | T
0000000000000000000000000VOO 0O 40 24.13 : :
50 30.48 36.65 38.05
60 36.83 43.00 44.40
Recommended PC B LayOUt X1270WV-2xXXA-6TV01 [ Nylon-6T UL 94V-0 |  Copper Alloy Gold Flash X1270H
) Material(Pin And | Finish(Pin And Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
DSND SCALE: N/A |MODEL TYPE:

1.27mm BTB Style Connectors

ErrEER DATE REVISED | APPROVED L> 63 +05
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION

T T AN /N ANGLAR £5° .
T T~ = 4 302 DWN VEWER PART NO -
VS | 7 4<L< 16 0.3 CHKD UNIT: mmvin
] RN T6<L< 63 04 DWG NO.:
N 1 APPD SIZE: A4 X1270WV-2xXXA-6TV01

" . ro—— XKB INDUSTRIAL PRECISION CO.,LIMITED T 1 | Ao
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XKB Connecitity

XKB Connecitity

Specifications:

Ftk

Voltage rating:250V AC/DC
HUEHE: 250V AC/DC
Current rating:1A AC/DC

n e HT: 1A AC/DC
A Withstanding voltage:500V AC/minute
_ 1.27[0.050] 3.70[0.146] it 52 E K. 500V AC/ 43
= — = Temperature range:-40 ‘C-+105°C
0
= fooom o aN S TR -40°C-+105°C
N i ga88888m e Insulation resistance:21000MQ
-  — = 2 Y2 HifH: 21000MQ
Contact resistance:<20mQ
B HPE: <20mQ
X1270 W V -2xXX B -6T V01
c ONOONONOIONU,
3.50(0.138] 2.35[0.093] 1 80[0.071] 1.Series No
2.Category:W-WAFER
T ) 3.Welding Board Angle:V-Stright Angle 180°
: g 4.Row No-Pin No:2xXX-2x05P~2x30P
= g 210[0.083] 5.B:Contains gaps
© — 6.Material:6 T:Nylon-6T UL94V-0
7.Plating Category: VO1-All Gold Flash
0.40[0.016] N
XKB Connecitity
NUMBER OF DIMENSION
POSITIONS = 5 S
10 5.08 11.25 12,65
MATING PART 14 762 13.79 15.19
16 8.89 15.06 16.46
20 11.43 17.60 19.00
26 15.24 21.41 22.81
30 17.78 23.95 2535
1.27[0.050] 34 2032 26.49 27.89
i B 20.70[@0.028] ; 7 [0.050] 40 2413 30.30 31.70
o0 00— 50 30.48 36.65 38.05
CTOOOOO0— 60 36.83 43.00 44.40
Recommended PCB Layout
X1270WV-2xXXB-6TVO1 | Nylon-6T UL 94V-0 Brass Gold Flash X1270H
) Material(Pin And | Finish(Pin And Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
. MODEL TYPE:
e Q) il 27 HL [\ I \ e, TGOAR = ooD SCALE-NA 1.27mm BTB Style Connectors
+5° .
- - (I : ] = — DWN VIEW-@HpaRT NO.-
| | El 4<l.< 16 +0.3 CHKD UNIT: mm/in
o ool | | B 16<L< 63 +0.4 DWG NO.:
Q| PR DATE REVISED | APPROVED |  L> 63 05 APPD SIZE: A4 X1270VWV-2xXXB-6TV01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION
- N 494 e ixkb.com www.helloxkb.cn www .xk-dg.cn XKB INDUSTRIAL PRECISION CO‘LlMlTED [ 11 [ AO




XKB Connecitity

HEENNNE

0.40[0.016]

1.27[0.050]

XKB Connecitity

Specifications:

P«

Voltage rating:250V AC/Min
e HE: 250V AC/Min
Current rating:1A AC/DC
HUE L 1A AC/DC

ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ ﬂ I Withstanding voltage:500V AC/minute
= i} 5 HLE: 500V AC/4r%h
| - N - O - T - - DO - T - T - - O - - - - - - - - - - - - - - - - - - - - - | g Temperaturerange:_4o"c_+105°c
E BE EEEEE @ HEE §EEEE H B EE EEEEEEHE EEE BB g {Elfg?i._4ooc_+105uc
L Insulation resistance:21000MQ
1:2710050) 4% H: 21000MQ
A Contact resistance:<20mQ
BB <20mQ
B
X1270 W R -2xXX i—lﬁ\@
1.Series No
C 2.Category:W-WAFER
3.50[0.138] 3.Wedding Board Angle:R-Right 90°
2.35[0.093] 4. Row No-Pin No:2xXX-2x05P~2x30P
5.A:No gap
g 6.Material:LP:LCP UL94V-0
%’ 2.10(0.083] 7.Plating Category: VO1-All Gold Flash
u-AJ[u- ©
u u u — ]
|_| 0.40[0.016] 1.27[0.050] XK8 Connecitty
PIN A B o]
10 5.08 11.25 12.65
14 7.62 13.79 15.19
16 8.89 15.06 16.46
20 11.43 17.60 19.00
26 15.24 2141 2281
30 17.78 23.95 2535
1.27 [0.050] mrE 34 20.32 26.49 27.89
2710.050] 40 24.13 30.30 31.70
0000000900990 000000000000000d— 50 30.48 36.65 38.05
OOV DPODPODPDDODDODDDOODOOOO— 60 36.83 43.00 44.40
1.27[0.050]
X1270WR-2xXXA-LPV0O1 | LCP UL 94V-0 Brass Gold Flash X1270H
Recommended PCB Layout , Material(Pin And | Finish(Pin And | Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
DSND SCALE: N/A |MODEL TYPE:
3 AL " \— T = 1.27mm BTB Style Connectors
_ = 4 w02 DWN VIEW-@-H PaRT NO.
| F 4<L< 16 +0.3 CHKD UNIT: mm/in
16<L< 63 +0.4 DWG NO.:
friPgeN DATE REVISED | APPROVED| L> 63 105 APPD SIZE: A4 X1270WR-2xXXA-LPV01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION
__j '—v_v" tkb.com www helloxkb.cn www xk-dg.cn XKB INDUSTRIAL PRECISION CO!LlMlTED | 11 | A0




XKB Connecitity

XKB Connecitity

Specifications:

Ftk

Voltage rating:250V AC/Min
A HE: 250V AC/Min
Current rating:1A AC/DC

3.70[0.146
NNl ~oB i 1A AC/DC
g N 7 4 % i g Withstanding voltage:500V AC/minute
o
= mmmem e e s il #1500V AC/4M b
5 I : i Temperature range:-40 ‘C-+105°C
1.27[0.050] ‘IE'JE?@: -4_0"C-+105"C
Insulation resistance:21000MQ
A A 21000MQ
B Contact resistance:<20mQ
Bl fH: <20mQ
1.80[0071] | 2.10[0.083]
| |
Tn A _ X1270 W R -2xXX B -6T V01
! i 8 AN A = A o
. AL |2 ® o0 ® ®60
o
2 2 1.Series No
3.50[0.138 ©
R o002 — 2 Category:W-WAFER
——————— i 3.Wedding Board Angle:R-Right 90°
”5 A 7 ) 1.27[0.050] 4.Row No-Pin No:2xXX-2x05P~2x30P
S, 5.B:Contains gaps
=] 6.Material:6 T:Nylon-6T UL94V-0
}u-u-u{u-u-u{ hid 7.Plating Category: VO1-All Gold Flash
0.40[0.016
| oo MATING PART
XKB Connecitity
PIN A B o]
10 5.08 11.25 12.65
14 7.62 13.79 15.19
16 8.89 15.06 16.46
2070[20.028] 20 11.43 17.60 79.00
127(0.050] 1:27[0.050) 26 1524 2141 22.81
$ $ QOOO— 30 17.78 23.95 2535
oovoOOO— 34 20.32 26.49 27.89
40 2413 30.30 31.70
50 30.48 36.65 38.05
60 36.83 43.00 44.40
Recommended PCB Layout
X1270WR-2xXXB-6TV01 | Nylon-6T UL 94V-0 Brass Gold Flash X1270H
! Material(Pin And Finish(Pin And Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
DSND SCALE: N/A |MODEL TYPE:
IO A AN R e 1.27mm BTB Style Connectors
< 4 102 ik VIEW-EHPART NO..
: ‘ 4<L.< 16 +0.3 CHKD UNIT: mm/in
| r 16<L< 63 +0.4 DWG NO.:
Erir7oi DATE REVISED | APPROVED| L[> 63 105 APPD SIZE: A4 X1270WR-2xXXB-6TVO01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION
e = Xkb.com www.helloxkb.cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO7LIMITED 11 | A0




XKB Connecitity XKB Connecitty
Specifications:
Hwk
Voltage rating:250V AC/DC
BUEHE: 250V AC/DC
Current rating:1A AC/DC
BUEHT: 1A AC/DC
Withstanding voltage:500V AC/minute

B i R 500V AC/ 4} 4
A Temperature range:-40 C-+105°C
i -40C-+105C
127[0.050] 3.70[0.146] Insulation resistance:21000MQ
= = #ZFEH: 21000MQ
é L] L] 00 D0 DO OO0 OOODNOODREOODNDRNEGQD@@ § Contact resistance:=20mQ
E 00 000000 00O O0ONEDODOOODE 0RO OO0EEOQA@A@ § %ﬁﬂ!Eﬁﬂﬂ:SZOmQ
- ) q ©
X1270 W V S -2xXX A -LP V01
QNGO ONOXOIU)
c 1.Series No
2.Category:W-WAFER
2.35[0.092] 3.Welding Board Angle:V-Stright Angle 180°
4. \Welding Way:S-SMT
\V4 = = 5.Row No-Pin No:2xXX-2x05P~2x30P
m 8 § 6.A:No gap
3.50[0.138)4 — g =) 7.Material:LP:LCP UL94V-0
_”—0'40 [0.016] 5.50[0.217] KB Connecitty
A NUMBER OF DIMENSION
| POSITIONS y B C
1.27[0.050] 10 5.08 11.25 12.65
—17 14 7.62 13.79 15.19
T 16 8.89 15.06 16.46
) 20 11.43 17.60 19.00
% 26 15.24 21.41 22.81
o, 30 17.78 23.95 25.35
3 34 2032 2649 27.89
- [I0000uououobobobobooobobubobon R R
150[0.059] 50 30.48 36.65 38.05
— 0.76[0.030] 60 36.83 43.00 44.40
X1270WVS-2xXXA-LPVO1 | LCP UL 94V-0 Brass Gold Flash X1270H
) Material(Pin And Finish(Pin And Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
DSND SCALE: N/A ""102[)7'5”;?; Stvie .
el i i SIS - 27mm yle Connectors
L 1/ VN R T ATSAM N A ANLfoR fg’Q DWN VIEW-@=H FarT NO.-
_1_”‘ ' - - < 0. o
| ¢ L 1 1 ] 4<L< 16 0.3 2@@ CHKD UNIT: mmvin e
¢ 16<L< 63 +0.4 .
TMARK 2L | ERIPFIY DATE REVISED | APPROVED > 63 05 APPD SIZE: A4 X1270WVS-2xXXA-LPV01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION
T G N P S [T T T KT XKB INDUSTRIAL PRECISION CO. LIMITED TR T




XKB Connecitity

3.60 [0.142]

1

2 4
an
g o
}

&

ununmnuuunuuuunu[

560 [0.221]

1.27 [0.050]

A£0.25
B+0.25

2.20 [0.087]

XKB Connecitity

Specifications:

HLHE

Voltage rating:250V AC/DC
e HJE: 250V AC/DC
Current rating:1A AC/DC
FiE I 1A AC/DC
Withstanding voltage:500V AC/minute
fif 5% H £ : 500V AC/4-4f
Temperature range:-40 ‘C-+105C
EJEEE: -40°C-+105°C

Insulation resistance:21000MQ

“2% fifH: 21000MQ
Contact resistance:<20mQ
Pl <20mQ

X1270 W V S -2xXX C -PT V01

® 060® ®®0
1.Series No
2.Category:W-WAFER

& 3.Welding Board Angle:V-Stright Angle 180°
S 4.Welding Way:S-SMT
S
Iﬂ] 210[0.083) gls [£7]0.15 | 5.Row No-Pin No:2xXX-2x03P~2x32P
1 sl = 5.60 [0.221] 6.C:With Horns
2.5510.100] § 7 Material:PT:PBT UL94V-0
;8.8 8. 8. 8.8 8. 5.8 8.8 8. 8.8 8.8.8.8.8; 8P|at|ng Categow: VVO1-All Gold Flash
0.40 [0.016]
XKB Connecitity
26 15.24 31.01
2.55 [0.100] ':,%Nsl?ﬁg,\(,); DIMENSION 30 17.78 33.55
e il il o W "
g 08 3.81 19.58 50 3048 2625
=) 10 5.08 2085 50 36.83 52.60
N 3 070 A AT o 12 6.35 2212
A00A6RAG7EAARRAGARG] ¢ I e
1.27 [0.050] 0.74[0.029] 18 1016 2593
20 1142 2720
24 13.97 29.74
X1270WVS-2xXXC-PTVO1 | PBT UL 94V-0 Brass Gold Flash X1270H
) Material(Pin And Finish(Pin And Suitible XKB
Material Solder Tabs) Solder Tabs) Terminal
DSND SCALE: N/A |MODEL TYPE:
L A L 74 4L 3 1 in] \ NGIAR T 1.27mm BTB Style Connectors
2 . = = 4 102 DWiN VEW-@EH PaART NO.-
A _L* | 4<L< 16 +0.3 CHKD UNIT: mm/in
A L 16<L< 63 +0.4 DWG NO.:
e Hy SATE REVSED | APPROVED | 1> 63 205 APPD SIZE: A4 X1270WVS-2xXXC-PTVO'
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISIOM
: 1i 1 1 »A tkb.com www.helloxkb.cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO’LIMITED 11 [ A0




XKB Connecitity

XKB Connecitity
Specifications:

Hwk

Voltage rating:250V AC/DC
i€ B : 250V AC/DC
Current rating:1A AC/DC

oot HiEHi: 1A ACIDC
g D PR } g Withstanding voltage:500V AC/minute
) ESE e S i 5 L ;. 500V AC/4pbh
N fmeaeaam 2 Temperature range:-40 ‘C-+105C
1 1.2710.050] JRFETEH . -40°C-+105°C
—\—|—+ Insulation resistance:21000MQ
A Y2 . 21000MQ
B Contact resistance:s20mQ
BBl <20mQ
X1270W V S -2xXX B -6T V01
. ONOIOCNONOIU)
__, 1:80[0071] 1.Series No
235[00%3) | 2.Category:W-WAFER
= — § 3.Welding Board Angle:V-Stright Angle 180°
i } i 2 s 4. \Welding Way:S-SMT
i =2 © 5.Row No-Pin No:2xXX-2x05P~2x30P
o
gty JJ b — 6.B:Contains gaps
'L‘:) 010016 550[0.217] 7 .Material:6T:Nylon-6T UL94V-0
|| oo 8.Plating Category: VO1-All Gold Flash
XKB Connecitity
NUMBER OF DIMENSION
POSITIONS A B C
10 5.08 11.25 12.65
MATING PART 14 7.62 13.79 15.19
A 16 8.89 15.06 16.46
20 11.43 17.60 19.00
1.27[0.050] 26 15.24 21.41 22.81
_._I.— 30 17.78 23.95 25.35
'—- 34 20.32 26.49 27.89
2 40 24.13 30.30 31.70
g -[ 50 30.48 36.65 38.05
9,_ 3 |:| |:| |:| |:| |:| |:| D 60 36.83 43.00 44.40
©
1.50 [0.059] 0.76[0.030]
X1270WVS-2xXXB-6TV01 | Nylon-6T UL 94V-0 Brass Gold Flash X1270H
) Material(Pin And | Finish(Pin And Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
DSND SCALE: N/A |MODEL TYPE:
AN \— T = 1.27mm BTB Style Connectors
. < 4 102 DWN VIEW-@-EHPART NO.
| H 4<L.< 16 +0.3 CHKD UNIT: mm/in
16<L< 63 +0.4 DWG NO.:
EriPo DATE REVISED | APPROVED > 63 105 APPD SIZE: A4 X1270VWVS-2xXXB-6TV01
8 REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION
34 S {kb com _www helloxkbcn wwwdg o XKB INDUSTRIAL PRECISION CO.,LIMITED 11 | Ao




1.75 [0 069]

XKB Connecitity
Specifications:

FkE -

Voltage rating:250V AC/DC
ZsEHE: 250V AC/DC

Current rating:1A AC/DC

HUE HLIR: 1A AC/DC

Withstanding voltage:500V AC/minute
fif 5% H £ : 500V AC/44

DIM"C"+0.40
| | Temperature range:-40°C-+105C
= | | IREEME: -40°C-+105°C
3 N Insulation resistance:2100MQ
S @ ‘—‘_ 1.40[0.055] Y 2100MQ
P Contact resistance:<20mQ
PfldafH: <20mQ
DIM"B"+0.30 )
06410025 ‘ 0.53[0.021] 1.90[0.075] X1270H 2 -2xXX -PT V01
. H DO ® ®O
=
\—@ 8 1.Series No
w
2.Category:H-HSG
1.00[0.039] 2.00[0.079 -
|| 2c0t0079) 3.2:With hook
127[0.080] 4.Row No-Pin No:2xXX-2x03P~2x40P
— 1.15[0.045] 5.Material:PT:PBT UL94V-0
0.64[0.025] ~ 6.Plating Category: VO1-All Gold Flash
- f g| & M
g gl e I
-~ 2 H XKB Connecitity
S I 3| '
N bt el 36 2159 27.05 30.85
8 \ I | e kbt m) 2413 2959 | 3339
\—® _I_IM A B c 44 26.67 3213 35.93
W/ Nose OR W/o Nose — 06 2.54 8.00 11.80 50 30.48 35.94 39.74
E 2 08 3.81 9.27 13.07 60 36.83 4229 46.09
S 10 5.08 10.54 14.34 54 39.37 7483 1363
T H 8 12 6.35 .81 1561 66 2064 3610 | 49.90
1.80[0.071] M 5 14 7.62 13.08 16.88 68 7191 1737 5117
4|—| 1.0010.059] 1.2710.050] [ L & 16 8.89 14.35 18.15 70 23.18 18.64 52.44
1.27[0.050] L 20 11.43 16.89 2069 77 572 5776 | 5498
& 24 13.97 19.43 23.23 76 36.99 52.45 56.25
3, @@@@@@@@@@@@@@@@@@@@ il ”| 26 15.24 20.70 24.50 30 7953 54.99 58.79
9 @@@@@@@@@@@@@@@@@@@@ 30 17.78 2324|2704
@ 32 19.05 2451 28.31
. DIM"A"+0.25 I 34 20.32 25.78 29.58
DIM"B"+0.30
X1270H2-2xXX-PTVO01 PBT UL 94V-0 | Phosphor Bronze Gold Flash X1270W
) Material(Pin And | Finish(Pin And Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
DSND SCALE: N/A |MODEL TYPE:
I ANCLAR s 1.27mm BTB Style Connectors
150
AN = DWN VIEW:@-E» -
L< 4 +0.2 PART NO.:
| 4<L< 16 +0.3 CHKD UNIT: mm/in
1 i 16<L< 63 +0.4 DWG NO.:
{crIPHA DATE REVISED | APPROVED > 63 0.5 APPD SIZE: A4 X1270H2-2xXX-PTV01
- REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION
5 Jekb.com www helloxkb.cn www xk-da.cn XKB INDUSTRIAL PRECISION CO.,LIMITED T A0




XKB Connecitity

0.64[0.025]

XKB Connecitity

Specifications:

R -

Voltage rating:250V AC/DC
e E: 250V AC/DC
Current rating:1A AC/DC
B H: 1A AC/DC

v oxkb.com www.helloxkb.cn www.xk-dg.cn

XKB INDUSTRIAL PRECISION CO.,LIMITED

_ 0.60[0.024] ’ ) )
g | — Withstanding voltage:500V AC/minute
% |=|I=I|:||:I|:||=||=|I=Il:|l=Il:|I=I|:||:I|:|I=Il:||=IA:||=||:||=I|:||:I|:|I=IA:||=Il:||=||:||=||:|I=||:|l=||::|=’|=||=I g mﬁ&Eﬁ‘H‘i S0ov AC/%ﬁ]
S l S, N Temperature range:-40°C-+105C
0.88[0.035] g S, REVEE: -40°C-+105C
3 Insulation resistance:2100MQ Min.
A— il L HH: 2100MQ
el . Contact resistance:<20mQ
e <20mQ
) DIM'B"+0.38 . 057[0.022]  1.70[0.067]
0.64[0.025] Temi
L /@ |} X1270H 1 2xXX -PT VO1
TII [ / AN
1.08 (00427 — L @ @@ @ @ @
1.42[0.056] U 0.53[0.021] 1.Series No
2 Categary e
0.15[0.006] 4. Row No-Pin No:2xXX-2x03P~2x40P
1.05[0.041]
— 1, 11 100 5.Material:PT:PBT UL94V-0
] — 6.Plating Category: VO1-All Gold Flash
1:27[0.050] 1.13[0.044] g
13410053 2]_
0.64[0.025] 697 100%] o 3
- - __ o XKB Connecitity
= 0:8510.033] NUMBER OF DIMENSION 36 2159 27.05
8 POSITIONS 40 2413 2959
N A B 44 26.67 32.13
g 06 254 8.00 50 30.48 35.94
© 08 3.81 9.27 60 36.83 4229
10 5.08 10.54 64 39.37 4483
12 6.35 11;(?; 66 20.64 46.10
- 14 7.62 : 68 4191 4737
£1156010220] 16 8.89 14.35 70 43.18 4864
20 11.43 16.89 74 1572 5116
1.80[0.071] — 1.00[0.039] 127[0.050] 24 13.97 19.43 =5 7695 5545
26 15.24 20.70 0 953 ]
SEULARARRARRARAARRARAS
g [ 12710.050] % 30 17.78 23.24
S m@@@@@@@@@@@@@@@@@@@@"‘ﬁ 32 19.05 2451
9 i f o o o o o o o s f o o s v R = ~ 34 20.32 B
©
| DIM"A"+0.30 |
DIM'B"+0.38
X1270H1-2xXX-PTV01 | PBT UL 94V-0 | Phosphor Bronze Gold Flash X1270W
) Material(Pin And | Finish(Pin And Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
DSND SCALE: N/A | MODEL TYPE:
| £ B L AN 4o BL N\ 2= M e = 1.27mm BTB Style Connectors
L 5 NN T/ N Ex DWN VIEW:@G .
L< 4 +0.2 PART NO.:
i | | 4<L< 16 +0.3 CHKD UNIT: mm/in
L il | | S 16<L< 63 +0.4 DWG NO.:
1 | SRE ] DATE REVISED | APPROVED > 63 +0.5 APPD SIZE: A4 X1270H1-2xXX-PTVO1
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION

n AQ




0

XKB Connecitity

Specifications:

Ftk

Voltage rating:250V AC/DC
A HLJE: 250V AC/DC
Current rating:1A AC/DC
Ai5E HIR: 1A AC/DC

064[0.025) Withstanding voltage:500V AC/minute
& ) oo i R 500V A4
e e e i B B B B B e B S e e e e e e e e Temperature range:-40 ‘C-+105°C
s - R -40°C-+105°C

0.88[0.035] Insulation resistance:2100MQ

A HH: 2100MQ
Contact resistance:<20mQ
B fH: <20mQ

1,90 [0.075]

DIM"B"+0.38
X1270 H -2xXX -PT V01

! —Hm /@ 0.53[0.021] ] @ @ ® ® G

0.58 [0.023]-- _H,— | .
0.92[0.036] U U f | 200[0.079] 1.Series No

5.00[0.197] |

2.Category:H-HSG

3.Row No-Pin No:2xXX-2x03P~2x40P
1.00[0.039]
— 4 Material:PT:PBT UL94V-0
057[0022) ~ 1.70[0.067] 5.Plating Category: VO1-All Gold Flash
1.27[0.050] ”
0.64[0.025] 2
. 1 XKB Connecitity
g NUMBER OF SE— 36 2159 27.05
5] POSITIONS y 5 40 24.13 29.59
IS [ 26.67 32.13
« 06 2.54 8.00 50 30.48 35.94
08 3.81 9.27 60 36.83 4229
10 5.08 10.54 64 39.37 4483
1.00[0.039] 12 6.35 :;-g; 56 70.64 1610
1.80[0.071 0910 14 7.62 : 68 4191 4737
L 127(0.050] 16 8.89 14.35 70 4318 1664
—— £755.10[0.201] T - :
. - 1.27[0.050] 20 1143 : 74 1572 5118
& — 24 13.97 19.43 76 76.99 5245
ey i i o o o o o o o o I 26 15.24 2070 % 953 5299
g o o o o o o o o o =, D 30 17.78 2324
° o - —/. 32 19.05 24.51
DIM"A"+0.30 a 34 20.32 25.78
DIM"B"+0.38
X1270H-2xXX-PTVO01 PBT UL 94V-0 | Phosphor Bronze Gold Flash X1270W
) Material(Pin And | Finish(Pin And Suitible XKB
PART NO Material Solder Tabs) Solder Tabs) Terminal
. MODEL TYPE:
DSND SCALE: N/A
B 1 4 1L o b ANCLAR = 1.27mm BTB Style Connectors
15
< o M R Y A ] 7 S O N 1 | — DWN VIEW:-@-& -
L< 4 +0.2 PART NO.:
1 | ' | 4<L< 16 +0.3 CHKD UNIT: mm/in
1 £} 16<L.< 63 +0.4 DWG NO.:
RPN DATE REVISED | APPROVED| L> 63 305 APPD SIZE: A4 X1270H-2xXX-PTVO01
| A REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION
xkb.com  www.helloxkb.cn www.xk-dg.cn XKB lNDUSTRlAL PREC|S|ON CO'LlMlTED | 1/1 | A0




Straight Type

A+0.2

B+0.2

3.50[0.137]

Voltage rating:500V AC/DC

e HLJE : 500V AC/DC

Current rating:1.0A

RE HI: 1.0A

Insulation resistance:1000MQ Min

“aZ FfH: 1000MQ Min
Withstanding voltage:=2500V AC/minute

\o/ 5 S M He: 2500VC/ 434k
sl & p 5 Temperature range:-40 C-+105°C
B BB EEEE EEBE 9 . > o EHERE: -40°C-+105C
o o Q Ty}
o o ~ ™
E BB EEEEEE B g 8 - - -
‘8 U U U L J U U X1270 W V -2xXX A2 -6T V01
=] = J U o OO ® 6 ® O
. 1.27 [0.050]
o) — .
o C+015 s 1.27 [0.050] ‘ ‘ 0.4010.016] @ Series No.
- p — @ Category:W-wafer
o ® Welding Board Angle:V- Straight 180°
8 ® Row No.-Pin No.:2xXX-2x04P~2x40P
® A2:1.27x2.54mm No gaps
® Material:6T-Nylon PABT UL94V-0
@ Planting Category:V01-All Gold Flash
positior A B C
2x04 | 1264 | 1104 [ 381
& 2x05 | 1391 | 1231 | 508
g & 2x06 | 1518 | 1358 | 635
| = 1.27 [0.050Q] \C\DQ‘ ! =} o 2x07_| 1645 | 1485 | 7.62
/ =2 & I (S N 2x08 | 1772 | 1612 | 889
> CDQ‘ I =} o. 2x10 | 2026 | 1866 | 11.43
( 3y ( 3 o 2x13 [ 2407 | 2247 | 1524
\ S HONONONONONONG) \ o o 2x15_| 2661 | 2501 | 17.78
\ \ © WL l— 2x17 | 2915 | 2755 | 20.32
) = . 2x20 | 3296 | 3136 | 24.13
> —®@ 000000000 =) N 2x22 | 3550 | 3390 | 2667
/ _ _ _,/ IS 8 2x25 | 3931 | 37.71 | 3048
oi > 2x30 | 4566 | 4406 | 36.83
| 2.5410.100] ® 2x33 4820 | 4660 | 39.37
P.C.B Layout ' © 2x34 | 5074 | 4914 | 41.91
U 2x40 | 5836 | 56.76 | 49.53
: MODEL TYPE:
— . DSND SCALE: N/A 1 5752 54mm
+5° .
W ol | | I =4 102 abdah VIEWQEH PART NO -
hx 5% | 3 <= 16 203 . UNIT: mmin X1270WV-2xXXA2-6TVO1
f— 16<L< 63 104 DWG NO.:
I B Al 2 PESCRIRFL DATE REVISED | APPROVED L> 63 +05 APPD SIZE: A4 X-X1270WV-2xXXA2-6TVO1
REVISIONS UNSPECIFIED TOLERANCES WEIGHT SHEET |REVISION
1 & - “w §.com  www.nelloxkb.cn www xk-dg.cn XKB INDUSTRIAL PRECISION CO.,LIMITED ™ A




Voltage rating:500V AC/DC
Right Angle Type i€ LK : 500V AC/DC
As03 Current rating:1.0A
| e 1.0A
B02 Insulation resistance:1000MQ Min
3.50[0.138] A2 H: 1000MQ Min
\Cy Withstanding voltage:=500V AC/minute

S fif £ : =500VC/4) 4k
S Temperature range:-40°C-+105C
H N = R : -40°C-+105C

3.50 [0.138]

L=
@ 8 @3 B0 BE@ B BB

6.40 [0.252]
8.00 [0.315]

i " X1270

1270 W
1.27[0.050] 0.40[0.016] O ©

Series No.

Category:W-wafer

® Welding Board Angle:R- Straight 90°
@ Row No.-Pin No.:2xXX-2x04P~2x40P
® A2:1.27x2.54mm No gaps

® Material:6T-Nylon PAGT UL94V-0

@ Planting Category:VV01-All Gold Flash

2XXX A2 -6T V01
® 6 6 O

1.27 [0.050]

2.54[0.100]

@l

C+0.15

0.30 [0.011]

(XS]

positior A B C

2.60[0.102] 2x04 12.64 11.04 3.81
2x05 13.91 12.31 5.08
! 2x06 15.18 13.58 6.35
2x07 16.45 14.85 7.62
2x08 17.72 16.12 8.89
2x10 20.26 18.66 11.43
2x13 24.07 22.47 15.24
2x15 26.61 25.01 17.78
2x17 29.15 27.55 20.32

) —7 —T
) - 000000000 “:" - 220 | 3296 | 3136 | 2413

1.27 [0.050]

2.54[0.100]

5.50 [0.216]
0.50 [0.020]

i
| 7.00 [0.275]

/ ~
/[ _ _ o _________ v ) 2x22 | 3550 | 3390 | 2667
=5 e —— | R A 2x25 39.31 | 37.71 | 30.48
3 = 2x30 | 4566 | 44.06 | 36.83
P.CB Layout e e 2x33_| 4820 | 46.60 | 39.37
=] 2x34 | 5074 | 4914 | 41.91
S 2x40 | 5836 | 56.76 | 4953
i
. MODEL TYPE:
SCALE: N/A
, S - DSND 1.27x2.54mm
+5° .
T - — = DWN VIEW-ABH pART NO -
= | l IR Z<L< 16 303 CHKD UNIT: mmvin X1270WR-2xXXA2-6TV01
— 16<L< 63 +0.4 DWG NO.:
1y 1l 3 2 DESGE DATE REVISED | APPROVED L> 63 05 APPD SIZE: A4 X-X1270WR-2XxXXA2-6TV01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
4 I P 5kb com  www halloxkb on www xkdg.on XKB INDUSTRIAL PRECISION CO.,LIMITED T 20




1.27*No of Positions+7.55+0.30

1.27*No of Positions+5.95+0.30

1.27*No of contacts-1.27+0.20

- %ﬁﬁﬂﬁﬁﬂﬁﬂﬁﬁﬁﬂﬂﬁﬂ% -

N O

Recommended P.C.B Layout(Top Side)
(PCB BOARD TOLERANCE=0.05)

1.27 [0.050]

0.76 [0.030]

7'7'7'7777'7'

1
]

Voltage rating:500V AC/DC

%1 3E % - 500V AC/DC

Current rating:1.0A

WUE HBI: 1.0A

Insulation resistance:1000MQ Min
“#2Z W H: 1000MQ Min

= 7 7 - Withstanding voltage:=2500V AC/minute
e g 707 a_% &
CooOoDoDOoDOoOOODOOOOOODODD g§ ¥4 4 4 :[35 ﬁﬁﬂLEi 2500\/(;/@\%;':
oooOooOoDOoOOoOOOOODOOGOGOan ?rl g AR 07 § § Temperaturerange:-40°C-+105°C
B d RS -40°C-+105°C
dueiueeuugguuguuy panannest—=
X1270 W V S -2xXX A2 - 6T XX
O 0060 6 ® @
@ Series No.
© Category:W-wafer
@ Welding Board Angle:V- Straight 180°
@ Welding Way:S-SMT
® Row No.-Pin No.:2xXX-2x04P~2x40P
® A2:1.27x2.54mm
4.00 [0-158{ 8.0040.15 [0.315] @ Material:6T-Nylon PAGT UL94V-0
_ Planting Category:VV01-Gold Plating Or
EL g 5 Sn-Tin Plating
s a
C HUOHHEHHEHGBQHEBEHE ~ ’ — & X
1.27+0.1 [0.050] 0.46 5Q 11.000.25 [0.433]
. MODEL TYPE:
— - DSND SCALE: N/A AT
= 4 0.2 DN VIEW-EH PART NO -
A, YPPRT; 05 M@ CHKD ONIT- ronrin X1270WVS-2xXXA2-6TXX
16<L< 63 104 DWG NO.:
—DECCRIRITON DATE REVISED | APPROVED | L> 63 +0.5 APPD SIZE: A4 XXK1270WVS-2xXXA2-6TXX
L 1 R g SNSPECPEDTOERANCES | XKB INDUSTRIAL PRECISION CO. LIMITED [FAEICHT SHEET |REVSION




=
Z

ololo] |

="

[

1.2740.1 [0.050]

A+0.25

B+0.25

3.60£0.2 [0.141]
5.6020.2 [0.220]

J 2.20 [0.087]

2.540.100]

5.40 [0.213]

11.00£0.3 [0.433]

6.30 [0.248]

Voltage rating:500V AC/DC

%1% .15 : 500V AC/DC

Current rating:1.0A

WUE HR: 1.0A

Insulation resistance:1000MQ Min

iz . 1000MQ Min

Withstanding voltage:2500V AC/minute
i & : 2500VC/ 538

Temperature range:-40°'C-+105°C

Y FHE . -40°C-+105°C

0]

@ Series No.

@ Category:W-wafer

® Welding Board Angle:V- Straight 180°
@ Row No.-Pin No.:2xXX-2x03P~2x32P
® C:With Horns

® Material:6T-Nylon PA6T UL94V-0

@ Planting Category:VV01-All Gold Flash

NUMBER DIMENSIONS
OF POSITIONS A B
2x03 2.54 18.31
2x04 3.81 19.58
2x05 5.08 20.85
2x06 6.35 22.12
=~ 2x07 762 23.39
2x08 8.89 24.66
T 2x09 10.16 25.93
3 2x10 11.42 27.20
2 JONONONONONONG) O00O0O000O0 =3 12 1397 5974
€}{}00000003EOOOOOOOO § 13 1504 31.01
1.27[0.050] 0.70 [20.028] § 2x15 17.78 33.55
> ; 2x17 20.32 36.09
Il 2x20 24.13 39.90
P.C.B LAYOUT u u 3 2x25 30.48 46.25
2x30 36.83 52.60
DSND SCALE: N/A |MODEL TYPE:
T ANGLAR 157 1.27mm Crimp Style Connectors
= 4 02 DWN VIEW-@-EF PART NO.-
3, i P PRTS s }@@ p— A X1270VWV-2xXXC-6TVO1
16<L= 63 +0.4 DWG NO.:
A T B fae SCRIPED! DATE REVISED | APPROVED L> 63 05 APPD SIZE: A4 X-X1270VWV-2xXXC-6TVO01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
WWW TETIoXKbB.com _ www.helloxkb_cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO,LIMITED 11 A0




40.0040.15 [1.575]

30.48+0.08 [1.200] Voltage rating:250V AC/DC
1.25[0.049] 1.25[0.049] %’ﬁ% EEE 250V AC/DC
2-20[0.087] | | A Current rating:1.0A
|_ILJ|_,uuuu‘_,u‘_l‘_lI_I|\|_|,||_I|_,|_,|_,|_I|_|_I|_,|_,|_,LJ.|_||_|E %ﬁ%%]ﬁ10A .
OOOOOoOoOoooO OooOoooooog Insulation resistance:1000MQ Min
OO0 OO0 OO oooOOOOn Az H: 1000MQ Min
e I & I Withstanding voltage:=500V AC/minute
0.5040.03 [0.020] g fif &=: =500V C/435f . .
S Temperature range:-40C-+250C
3 R -40°C-+250°C
o
S 0.40 [0.016]
B :j I X1270 W V -2xXX B1 - 9T AuSn
30.48+0.08 [1.200] g H g OO ® 6 6 0@
S @ Series No.
— QA0 [0.018] ) g ﬁéﬁ?ﬁ;yévﬁl;ﬁaﬂgm;v. Straight 180°

@ Row No.-Pin No.:2xXX-2x03P~2x32P

® B1:Type B Contains gaps
® Material:PA9T-Nylon PAST UL94V-0
@ Planting Category:AuSn-Plating AuSn

N

38.6940.15 [1.523]

0.45[0.018]

DSND SCALE: N/A |MODEL TYPE:

PR _ 1.27mm B
2 DWN VIEW-@- 3 pART NO

[=]

| L< 4 +0.2
2<l< 16 203 CHKD UNIT: mmiin X1270WWV/-2xXXB1-9TAuSh
=5 X 16<Ls 63 +0.4 DWG NO.:
APPD SIZE: A4 X-X1270VW-2xXXB1-9TAuSn

*ET DATE REVISED APPROVED L> 63 +0.5
WEIGHT | SHEET |REVISION

e NEPEGRER T-ERANCES | XKB INDUSTRIAL PRECISION CO. LIMITED L v

wwwenettoxkb.com  www.helloxkb.cn www.xk-dg.cn




40.00£0.15 [1.575]

30.48+0.08 [1.200]

1.25[0.049]

2.20[0.087]

1.25[0.049]

30.48+0.08 [1.200]

0.50+0.03 [0.020]

—A

0.50+0.03 [0.020]

1.2740.08 [0.050]

0.40 [0.016]

0.40[0.016]

Voltage rating:250V AC/DC

Wi HLJE : 250V AC/IDC

Current rating:1.0A

HUE H: 1.0A

Insulation resistance:1000MQ Min

“a2% FlH: 1000MQ Min

Withstanding voltage: 2500V AC/minute
Mif & : =500V C/ 434

Temperature range:-40°‘C-+250°C
fHHEE: -40°C-+250C

N

0.90 [0.035]
| [N
| [N}

N

38.69£0.15 [1.523]

NP

B 0 88 88880888888 88888888 g8

0.45[0.018]

o

X12

7
@

Series No.

Category:W-wafer

Welding Way:S-SMT

@ Welding Board Angle:V- Straight 180°
® Row No.-Pin No.:2xXX-2x03P~2x32P
® B1:Type B Contains gaps

@ Material:PA9T-Nylon PA9T UL94V-0
Planting Category:AuSn-Plating AuSn

@
@
®

. MODEL TYPE:
SCALE: N/A
DSND 27mm B

ANGLAR

+5°

L=< 4

0.2

4<L=s 16

+0.3

16<L= 63

+0.4

]

DATE

REVISED

APPROVED

L> 63

+0.5

DWN PART NO.:

vmw:@g

X1270WVS-2xXXB1-9TAuSn
DWG NO.:

CHKD UNIT: mm/in

APPD SIZE: A4 X-X1270WVS-2xXXB1-9TAuSn

REVISIONS

UNSPECIFIED TOLERANCES

oxkb.com www.helloxkb.cn www.xk-dg.cn

XKB INDUSTRIAL PRECISION CO.,LIMITED

WEIGHT | SHEET [REVISION

n A0




1.27+0.1 [0.050]

Voltage rating:500V AC/DC

A HL & : 500V AC/DC

Current rating:1.0A

e H: 1.0A

Insulation resistance:1000MQ Min

“a2 HfH: 1000MQ Min

Withstanding voltage: =500V AC/minute

] A0.25 =)
xU. <
S| e Mif & =500V C/ 54t
B#0.25 o 0 0
3| g Temperature range:-40 'C-+105C
| © , 0 0
M i IR : -40°C-+105°C
X1270 W R-2xXX C -6T V01
. D00 ® ® ® ©
o
= .
= ) ® Series No.
| 590 0081 = o _ ® Category:W-wafer
— 3 3 ® Welding Board Angle:R- Straight 90°
= o ® Row No.-Pin No.:2xXX-2x03P~2x32P
Iﬂ] | g ® C:With Horns
i I 7 sl e ® Material:6T-Nylon PAGT UL94V-0
A @ Planting Category:V01-All Gold Flash
©
| NUMBER DIMENSIONS
OF POSITIONS A B
0.40£0.01 [0.016] 2x03 254 18.31
2x04 3.81 19.58
2x05 5.08 20.85
2x06 6.35 2212
—_— — 2x07 7.62 23.39
— — 2x08 8.89 24.66
= 2x09 10.16 25.93
N g 2x10 11.42 27.20
TTOOOOOOO OOOOOOOO‘$’ o, 2x12 13.97 29.74
PPLOOO0O0000Q0OPLOOOOOO0OO © 2%13 15.24 31.01
1.27[0.050] 20.70 [20.027] = 3 2x15 17.78 33.55
8 N 2x17 20.32 36.09
= === 2x20 24.13 39.90
S G — 225 3048 | 4625
P.C.B LAYOUT - 2.40+0.25 [0.094] 2x30 36.83 52.60
150 2x32 39.37 55.14
DSND SCALE: N/A |MODEL TYPE:
- 1.27mm Crimp Style Connectors
ATELZ:R —= DWN VIEWEF PART NO -
HE YPEETS s W@ KD ONIT: | )N(;27OWR-2xXXC-6TVO1
16<L< 63 0.4 .
i SeRl DATE REVISED | APPROVED > 63 05 APPD SIZE: A4 X-X1270WR-2xXXC-6TVO01
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET [REVISION
wwweiretfoxkb.com  www helloxkb.cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO,L”V”TED | 11 | A0




