2.40[0.094] ® Specifications
al $ ﬂ $ - $ ﬁ $ ] e Voltage rating: 250V AC / DC
B - e Currentrating: 3A AC/DC
o o Withstanding voltage: 1000V AC/minute
2.50[0.098] e Temperature range: -40°C~+85°C
® |nsulation resistance: =1000M Q
A40.3 e Contact resistance: <10mQ
= e After environmental testing : <20mQ
5.75[0.227]
B+0.3
X8821 W V-XX - XX SN
3.70 [0.146] O @0 o ® 06
R — @ Series No.
. @ Category : W-WAFER
@ @ Wedding Board Angle : V-Stright 180°
=) © @ Row No.-Pin No.: XX-02P~20P
é P ® Material : NO-PA66;46-PA46 94V-0
3 ® Plating Category: Sn-Bright Tin Plating
~
['e)
a
% Dimensions(mm) Dimensions(mm)
I Poles Poles
By A B A B
0.64[0.025] Circuit 1 02 2.50 7.50 12 27.50 32,50
03 5.00 10.00 13 30.00 35.00
04 7.50 12.50 14 32.50 37.50
05 10.00 15.00 15 35.00 40.00
06 12.50 17.50 16 37.50 42.50
07 15.00 20.00 17 40.00 45.00
08 1750 2250 18 4250 47.50
09 20.00 25.00 19 45.00 50.00
2.50[0.098] 10 22.50 27.50 20 47.50 5250
11 25.00 30.00
$1.00[0.039]
D— 99— - d—O =Pp="" X8821WV-XX-46SN | PA46 UL 94V-0
Brass | Tin-Plated X8821H
Recommand PCB Layout X8821WV-XX-NOSN  [Nylon 66 UL 94V-0
PART NO Material Material(pin) | Finish(pin)| Suitable XKB Terminal
MODEL TYPE:
ND SCALE: N/A
ANGLAR = DS alls 2.5mm Crimp Style Connectors
15° )
ax <4 P DATE VIEW:@-H PART NO -
Ax 4<[<16 03  [CHKD DATE UNIT: mm/in AECS WO S
AX 16<L< 63 +0.4 DWG NO.:
MARK PreaRHON DATE REVISED | APPROVED >63 105 APPD DATE SIZE: A4 X-X8821WV-XX-XXSN
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
wwwixk-dg.cn  www.helloxkb.com www.helloxkb.cn XKB INDUSTRIAL PRECISION CO.,LIMITED 11 A0




B+0.25

B/ O

0.60 [0.024]0.1

U [U

1.25 [0.049]+0.25

5.0 [0.197]+0.25
4.1[0.161]20.2

8.0 [0.314]£0.2

9.6 [0.377]+0.25

3.5[0.138]+0.2(4.8 [0.188]+0.2

Specifications:

PR -

Voltage rating:250V AC/DC

WUE R -

250V AC/DC

Current rating:3A AC/DC

HUE R :

3A AC/DC

Withstanding voltage: 1000V AC/minute

[EENE

1000V AC/45h

Temperature range:-40°C-+85°C

I E VG -

-40°C-+85C

Insulation resistance: 1000MQ min

48 2% FELFH. -

1000MQ Min

Contact resistance:20mQ Max

P FpL P

20mQ Max

X8821 W V- XX A-NO SN
® @0® G @

1.Series No

2.Category:W-Wafer

3.Welding Board Angle:V-Straight 180°
4..Row No-Pin No:XX-03P~20P

5.TYPEA

6.Material:NO-Nylon66 UL94V-0
7.Plating Category:SN-Bright Tin Plating

60 [0236]1025 Poles Dimensions(mm)
A B
03 5.00 10.00
I_H A+0.1 04 750 12,50
| - | 05 10.00 | 15.00
06 1250 | 17.50
2 5 [0 098]+0 1 07 1500 | 20.00
- - —— - - - - 08 1750 | 2250
09 20 25.00
I I I Ad}‘ ~q}» ~<%}> ~$7 10 2250 | 2750
1 2500 | 30.00
0.9 [20.035] 2| 2750 | 3250
] 2.50 [0.098]+0.1 L _— I o D
X8821WWV-XXA-NOSN |Nylon66 b:’oser:r X8821H X8821T
A+0.2 PCB LAYOUT SuTebs XKE 5
- . . Suitable XKB
PART NO Material [Material(PIN) Housing Terminal
DSND SCALE: N/A M;’gE'- TYBPTEé Stvie G t
5mm yle Connector
ANGLAR +5° -
B X =< 4 0.2 DN VIEW-EH PART NO.-
AX 4<L< 16 +0.3 CHKD UNIT: mm/in X8821WV-XXA-NOSN
AX 16<L< 63 +0.4 DWG NO.:
MARK DESCRIPTION DATE REVISED | APPROVED L> 63 +05 APPD SIZE: A4 X-X8821WV-XXA-NOSN
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
www.helloxkb.com www.helloxkb.cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO7LIMITED 11 AO




m Specifications :
e Voltage rating: 250V AC / DC

] m] o a O O )
- - e Currentrating: 3A AC/DC
T [T e Withstanding voltage: 1000V AC/minute
2.500.098] e Temperature range: -40°C~+85°C
® |nsulation resistance: =21000M Q
A$0.3 ® Contact resistance: <10mQ
e After environmental testing : <20mQ
5.75 [0.226]
X8821 W V-XX K- XX SN
B:04 ® 00 ® © 6 @
@ Series No.
@© Category : W-WAFER
@ Wedding Board Angle : V-Stright 180°
A A & @ Row No.-Pin No.: XX-02P~20P
5 ® Piug the Pin$ Special No.:K-KINK
= - § ® Material : NO-PA66;46-PA46 94V-0
~ @ Plating Category: Sn-Bright Tin Plating
! g
3.40 [0.134]
0.64 [0.025] 0.90 [0.035] 1 Dimensions(mm) Dimensions(mm)
Circuit 1 Poles A B Poles A B
02 250 7.50 12 27.50 3250
03 5.00 10.00 13 30.00 35.00
04 7.50 12.50 14 32.50 37.50
05 10.00 15.00 15 35.00 40.00
06 12.50 17.50 16 37.50 42.50
07 15.00 20.00 17 40.00 45.00
2.50 [0.098] 08 17.50 22.50 18 4250 47.50
09 20.00 25.00 19 45.00 50.00
©0.90[0.035] 10 2250 27.50 20 47.50 5250
$ __@_ $_$ _@___EB(/ 11 25.00 30.00
X8821VW-XXK-46SN | PA46 UL 94V-0
Recommended P.C.B Layout Brass Tin-Plated X8821H
General Tolerance+0.05 X8821VW-XXK-NOSN |Nylon 66 UL 94V-0
PART NO Material Material(pin) | Finish(pin) | Suitable XKB Terminal
MODEL TYPE:
DSND SCALE: N/A
- DATE 2.5mm Crimp Style Connectors
= AI\EI;AR +ié52 DWN DATE VIEW-@- 3} paRT NO.-
X +0.
AX 4<L<L 16 $0.3 CHKD DATE UNIT: mmin X8821WV-XXK-XXSN
AX 16<L< 63 +0.4 DWG NO.:
MARK DESCRIPTION DATE REVISED | APPROVED >63 05 APPD DATE SIZE: A4 X-X8821WV-XXK-XXSN
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
wwwixk-dg.cn  www.helloxkb.com www.helloxkb.cn XKB INDUSTRIAL PRECISION CO’LIMITED 1/1 A0




2.5 [0.098]

Specifications:

R -

Voltage rating:250V AC/DC
BiE L E: 250V AC/DC
Current rating:3A AC/DC
BE HIRL: 3A AC/DC
Withstanding voltage: 1000V

5.75[0.225] AC/minute
& fif 5% HLFE: 1000V AC//4h
- _E - ‘é_ _é‘ _é — - Temperature range:-40°C-+85C
[ 1 IRJEYEH: -40°C-+85C
T[T 11 Insulation resistance: 1000MQ min
Q Y 2% FifH: 1000MQ Min
o Contact resistance:20mQ Max
X, dEEFE: 20mQ Max
(02P-14P)A+0.25 S FeREh
(15P-20P)A+0.35 T}
o, X8821 W V-XX H2- 46 SN
S LERe TP TN e T YT
< ® 0B 6 ® O
T 1.Series No
2.Category:W-Wafer
3.Welding Board Angle:V-Stright 180°
4.Row No.Pin No:XX-02Pin-20Pin
5.H2:Horse Hooves
6.Material:46-PA46 UL 94V-0
7.Plating:SN-Bright Tin Plating
2.5[0.098] ©20.9[@0.035] 02 2.50 750 12 2750 | 3250
' | 03 500 10.00 13 3000 | 3500
| | 04 750 12.50 14 3250 | 3750
O-O— > - 05 1000 | 1500 15 3500 | 40.00
06 1250 | 1750 16 3750 | 4250
07 1500 | 20.00 17 4000 | 4500
08 1750 | 2250 18 4250 | 4750
P .C .B. Layout 09 2000 | 2500 19 4500 | 5000
(02P-08P)B%0.25 10 2250 | 2750 20 4750 | 5250
(09P-’I4P)BiO35 11 25.00 30.00 /
(15P-20P)B£0.5 X8821WV-XXH2-46SN| P50 U (Plsir:;’?nn) X8821H x8821T
DSND SCALE: N/A MCZ’ES’E'- TJF’EZ Stvle Conmect
-omm Crimp Style Connector
ANGLAR 15° .
ax < 4 ) DWN VIEW: @} PART NO -
Ax 4<L< 16 03 CHKD UNIT: mmyin | X882TWV-XXH2- 465N
A% 16<L< 63 +0.4 DWG NO.:
MARK DESCRIPTION DATE REVISED | APPROVED L> 63 05 APPD SIZE: A4 X-X8821WV-XXH2-46SN
REVISIONS UNSPECIFIED TOLERANCES

www.helloxkb.com www.helloxkb.cn www.xk-dg.ch

XKB INDUSTRIAL PRECISION CO.,LIMITED

WEIGHT | SHEET

REVISION
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Specifications:
Fw
5.00[0.197]1£0.25 Voltage rating:250V AC/DC
B+0.25 i k: 250V AC/DC
4.10[0.161]+0.2 Current rating:3A AC/DC
BiEHL: 3AAC/DC
Withstanding voltage:1000V AC/minute
i 52 B 1000V AC/ 434
Temperature range:-40°C-+85°C
RS : -40°C-+85°C
Insulation resistance: 1000MQ min
#izkHfH: 1000MQ Min
Contact resistance:20mQ Max
B fH: 20mQ Max

X8821 W R-XX A -NO SN
®@ 00® G G @
1.Series No

3.3[0.138]+0.2 2.Category:W-Wafer

6.0 [0.236]+0.25 3.Welding Board Angle:R-Straight 90°

Ax0.2 R 4..Row No-Pin No:XX-03P~15P

5.TYPEA

6.Material:NO-Nylon66 UL94V-0
+
2.50[0.098]+0.1 7.Plating Category:SN-Bright Tin Plating

1.25 [0.049]0.25

8.0 [0.314]+0.2
9.6 [0.377]+0.25

:I L S
:@ET

4.8[0.188]£0.2

[_|_i i_|_] ,— Dimensions(mm)
Poles
A B
o AiO 1 03 5.00 10.00
H__ﬂ_ﬁ—— —@——Eﬂ | 04 750 1250
05 10.00 15.00
0 o @ o 0 o 2.5 [0.098]+0.1 ‘ R T T
I 07 15.00 20.00
I_ + 08 17.50 22.50
09 20.00 25.00
] 10 2250 27.50
0.9 [0.035] & 25.00 30.00
— 12 27.50 32.50
A 15 35.00 40.00
0.60 [0.023]+0.1 PCB LAYOUT X8821WR-XXA-NOSN |Nylon66 P';f:‘rfzh:’ X8821H X8821T
. . Suitable XKB | Suitable XKB
PART NO Material | Material(PIN) | 0 \ing Terminal
DSND SCALE: N/A MODEL TYPE:
SR = 2.5 mm BTB Style Connector
DWN : .
— o) o) VIEW-@EFPART NO -
AX 4<L< 16 +0.3 CHKD UNIT: mm/in X8821WR-XXA-NOSN
AX 16<L< 63 +0.4 DWG NO.:
L e =y SATE REvisED | APPROVED > 63 305 APPD SIZE: A4 X-X8821WR-XXA-NOSN
REVISIONS UNSPECIFIED TOLERANCES WEIGHT [ SHEET |REVISION
www.helloxkb.com  www.helloxkb.cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO,LIMITED 11 AO




0.64 [0.025]
|

S el e A

AREY

2.5[0.099]

A+0.2

B+0.25

2.35[0.092]

7.1 [0.280]+0.25

3.5 [0.135]0.2

5.8 [0.229]+0.25

Specifications:

TR -

Voltage rating:250V AC/DC

e k. 250V AC/DC

Current rating:3A AC/DC

AiiE M. 3A AC/DC
Withstanding voltage:1000V AC/minute
fif 5% H & : 1000V AC/43-4h
Temperature range:-40C-+85C
RBAEETIME: -40C-+85C
Insulation resistance:1000MQ min
YaZ%HfH: 1000MQ Min

Contact resistance:20mQ Max

Bl fPE: 20mQ Max

X8821 W R-XX S- NO SN

1.Series No
2.Category:W-Wafer

3.Welding Board Angle:R-Stright 90°

4 Row No.Pin No:XX-02~20P
5.Special No:S-No Positioning
6.Material:NO-Nylon UL94V-0
7.Plating:SN-Tin Plated

Dimensions(mm) Dimensions(mm)
Poles ry B c Poles Iy B c
©0.9 [60035] A+0.2 02 2.50 7.50 6.00 10 22.50 27.50 26.00
03 5.00 10.00 8.50 11 25.00 30.00 28.50
r|\ rl\ 04 7.50 12.50 11.00 12 27.50 32.50 31.00
o—D ¢ ! 05 10.00 | 15.00 | 13.50 13 30.00 | 35.00 | 33.50
B B B @ B 06 1250 | 17.50 | 16.00 14 32.50 | 37.50 | 36.00
25 [0099]101 07 15.00 20.00 18.50 15 35.00 40.00 38.50
[/ [ 11 08 17.50 22.50 21.00 -
09 20.00 25.00 23.50 20 47.50 52.50 51.00
C+0.2 P C B LAYO UT X8821WR-XXS-NOSN Nylon Brass X8821H
T PART NO Material Material(Pin) Suitable XKB Housing
DSND SCALE: N/A |MODEL TYPE:
ANGLAR = 2.5mm Crimp Style Connector
35°
DWN @-g- .
pX Ls 4 £02 — PART No).(.8821WR XXS-NOSN
= 4<L< 16 0.3 CHKD UNIT: mmin s
Aax 16<L< 63 +0.4 DWG NO.:
MARK PESGRIPTION DATE REVISED | APPROVED L> 63 0.5 APPD SIZE: A4 X-X8821WR-XXS-NOSN
REVISIONS UNSPECIFIED TOLERANCES WEIGHT | SHEET |REVISION
www.helloxkb.com  www.helloxkb.cn www.xk-dg.cn XKB INDUSTRIAL PRECISION CO7LIMITED 11 AO




