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Specifications:

HH -

Voltage rating:250V AC/DC

#iE e 250V AC/DC
Current rating:3A AC/DC
WisE HIE: 3A AC/DC

Withstanding voltage: 1000V AC/minute

T 52 P I «

1000V AC/4) %

Temperature range:-40°C-+85°C

REVEE: -40°C

-+85°C

Insulation resistance : 1000MQ min
#Z i FH: 1000MQ Min
Contact resistance:20mQ Max
Bef e : 20mQ Max
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g 1. Series No.
& 2. Category:W-WAFER
rey ' o 3. Welding Board Angle: V-Straight 180°
v Sl ™~ 4.Row No.Pin No.: XX-Single Row;
g 5.Plug the Pin&Special No:L-With Lock
pn 6.Material:NO-PA66 94V-0
2.50+0.02 [0.098] ?I 7 Plating Category: SN-Bright Tin Plating
A0.2 S Poles A B c
B+0.95 ™ [0.64 [0.025] 02 2.50 750 5.80
. 03 5.00 10.00 8.30
04 7.50 12.50 11.00
05 10.00 15.00 13.50
06 12.50 17.50 16.00
— A20.2 | 07 15.00 20.00 18.50
ﬁ 08 17.50 22.50 21.00
2.50 [0.098] S 20.95+0.05 [0.037] 09 2000 | 2500 | 2350
’ . —_ 10 22.50 27.50 26.00
o & A AN A A K
| =) | =) N D Y, 11 25.00 30.00 28.50
' © \IJ \IJ /HJ 12 27.50 32.50 31.00
2.50+0.1 [0.098] 13 30.00 35.00 33.50
—  f 1 14 32,50 3750 36.00
l 15 35.00 40.00 38.50
C+02 P.C.B LATOUT X8821WV-XXL-NOSN Ng‘j{C_é’L (P|:Ia3tir:;STm) X8821H-L X8821T-L
] ] ; Suitabke XKB | Suitabke XKB
PART NO Material | Material(Pin) Housing Terminal
DSND SCALE: N/A |MODEL TYPE:
- 2.50mm Crimp Style Connectors
yvy ATSL‘? a = DWN VIEW-Q-EHPART NO -
AX 4<L< 16 0.3 CHKD UNIT: mimin |~ S0 2 TWV-XXL-NOSN
Ax 16<L< 63 +0.4 DWG NO.:
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