Specifications:

U

540[021 2] 2p Voltage rating:600V AC/DC
WEHE: 300V AC/DC
AiOZ * - Cu/rrent rating:9A AC/DC
e B 9A AC/IDC
? Withstanding voltage:1500V AC/minute
4.20 [0.165] o i 2 L 1500V AC/4 4
o Temperature range:-25°C-+85C
[ ” ] 2, EEVEE: -25C-+85C
i i m m m i o 3P Insulation resistance:21000MQ
o “HH: =1000MQ
. . (Q\] Contact resistance:<10mQ
Circuit 1 L ~ el <10mQ xke
? After environmental testing:<20mQ
MG <20JKR[K
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01 Series No.
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Circuit 1 02 Category:W-wafer
I_I = 03 Welding Board Angle: V-180°
™ 04 Welding Way: Blank-DIP;
b D|o|o|o|gl||sP 05 Row No.-Pin No.: XX-Single row
— : 06 Special NO.HF-Halogen free
3 Circuit 1 L] Material:NO-PAG6 94V-0:
™ o o N2-PAG6 94V-2
08 Planting Category:
6P
U U u U l_ ODyo o|o|a| = VO1:All Gold Flash;
. . SN-Bright tin plating
SQ1.14 [0.045] Circuit 1 09 Color:Blank-natural color ;
BK-Black
97
X
N o Dimensions(mm) X9357WV-XXHF-N2SN | Nylon 66 UL 94V-2 Tin-Plated
O Poles
A B X9357WV-XX-NOV01 Nylon 66 UL 94V-0 Gold -Flash
m @ {}} {}} @ 02 420 9.60 X935TWV-XX-NOSN | Nylon 66 UL 94V-0 Brass Tin-Plated X9357H
03 8.40 13.80
.20 [0.165] ” T X935TWV-XX-N2V01 | Nylon 66 UL 94V-2 Gold -Flash
. 18.00
P.C.BLAYOUT 05 16.80 22.20 X9357WV-XX-N2SN | Nylon 66 UL 94V-2 Tin-Plated
06 21.00 26.40 PART NO Material Material(Pin) Finish(Pin) | ~ Suitable XKB Terminal
) MODEL TYPE:
ANGLAR s DSND SCALE: N/A 4.2mm Crimp Style Connector
T
AX < 4 0.2 DWN VIEW--EH PART NO..
Ax 4<Ls< 16 0.3 CHKD UNIT: mmyin LE Tkt st
AX 16<L< 63 +0.4 DWG NO.:
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